
Thank you for selecting our product. Before starting installation, please read this manual thoroughly to ensure
correct installation. Please keep this manual at hand for future reference.

ABOUT THE PRODUCT
●Damper for the adjustable spring loaded S-ATJ series stay.
●The lid closes in a soft motion.
●The damper is installed behind the stay so that it does no take up any storage space.

USABLE MODELS

ASSEMBLY
Assemble S-ATD to S-ATJ.

Mount S-ATJ to the brackets.

※Remove the stay from the brackets before 
　assembling or removing S-ATD.
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If S-ATJ stay is mounted outside of the recommended area, the damper may not work properly. 
Ask our sales staff for detail.

COMPONENT PARTS

❷

❸ Lid motion adjustment.❹
See the installation manual of S-ATJ for 
details.
Check if the damper works properly after 
installation.

※Verify that there`s no interference with adjacent parts before mounting. 

The motion of the lid is adjustable by turning the adjustment screw.

Turn the adjust screw counterclockwise. Turn the adjust screw clockwise.

①To make it faster:
(When the lid does not close completely.)

②To make it slower:
(When the lid slams.)

S-ATD damper : 1pc

　 Recommended ambient temperature range is 0℃ - 40℃ Do not use the product outside of this range.
　 Do not disassemble nor modify the product.

Caution：If not followed injury or damage may result.

Check if the shaft of the damper is set correctly.❶

Back of S-ATD

Required Prohibited

Backboard13Sideboard Backboard 28

Usable Unusable
S-ATJ01
S-ATJ02

S-ATJ01S
S-ATJ02S

S-ATJ01D
S-ATJ02D

The above explanation is an example. 
See the installation manual of S-ATJ for the details.
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